FORMULA SAE

RULES CHANGES FOR 2010

For the benefit of the teams, below is a summary of the major rules changes for the 2010 Formula SAE competitions. It is not a complete list and is not binding. If there are any differences between this summary and the official rules, the Rules will prevail. Therefore, it is the responsibility of the competitors to read the published Rules thoroughly. 


2009 Rule

Number



System



Change
B.3.9.5
“Percy” penalty
Non-compliance means no tech sticker. Car will not be allowed to compete in the dynamic events.

B.4.2.3
Cockpit penalties
Non-compliance means no tech sticker. Car will not be allowed to compete in the dynamic events.

B.3.10.6
Main Hoop Attachment
Clarification on how the Main Hoop must be attached to monocoques.

B.3.12.7
Main Hoop Bracing
Clarification on how Main Hoop Bracing loads must be taken back to the very bottom of the Main Hoop. 

B.3.20.4
Impact Attenuator
Require IA plate for all Impact Attenuators.


B.3.20.4
Impact Attenuator
Welded-on IA plate need only be to centerline of Front Bulkhead tubing.

B.3.22
Non Crushable Objects
Front wing supports specifically added to items listed as not being in “crush zone”.

B.4.3 
Seat
Additional requirement to prevent driver being burned by contact with hot surfaces. Could be in B.4.5.

B.4.5
Firewall
Seat cannot be used as a firewall. See B.5.2.

B.5.1
Belts-General
Allow SFI 16.5 belts

B.5.1
Belts-General
Lap belts must have “quick-adjust” feature.

B.5.1
Belts-General
“Reclined” driver (seat back more than 30 degrees. from vertical) must have a 6 or 7 point harness.

B.5.1
Belts-General
“Reclined” drivers must have sub-belts with “quick-adjusters” or have 2 sets of sub-belts.

B.5.2
Belt Mounting
Seat belts must be mounted on driver’s side of any firewall, i.e. cannot go through a firewall. See B.4.5.

B.6.2
Ground Clearance
Engine oil pan and all other fluid containers, e.g. radiators, must not project below the bottom frame rail when viewed in direct side view.

B.8.10
Coolant
100% water. No additives, e.g. water wetter or corrosion inhibitor at the  event.

B.8.13
Drive Train Shields
CVT rotating parts specifically included.

B.9.6
Fuel Filler & Sight Tube
Significant revisions. Details being worked out. 

B.10.1.2
Exhaust outlet
Maximum set back reduced to 45 cm (17.7 ins) behind centerline of rear axle.

B.13.1
Gas Cylinders
Must be protected from side impact.

B.14.1
Fasteners
No button head cap screws in critical locations, e.g. safety structure attachment, brakes, suspension.


Note:
The seat back angle and Main Hoop height proposals listed in Section B Article 18 of the 2009 Rules will NOT be implemented.
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