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The SAE G-3 Aerospace Couplings, Fittings, Hose, and Tubing Assemblies committee addresses all facets of aerospace fluid system components—design, test, procurement, maintenance, and in-service experience. The group is comprised of four subcommittees dedicated to creating, preparing, and maintaining all relevant specifications, standards, and requirements for aerospace fluid system parts. These subcommittees include:





G-3A 	Aerospace Couplings


G-3B	Aerospace Fittings


G-3C 	AS-EN Harmonization


G-3D 	Aerospace Hose


G-3E 	Aerospace Tubing Installation





In addition to these subcommittees, the SAE G-3 PRI-QPL/QML Group was established to handle the development of Qualified Parts Lists (QPLs) and Qualified Manufacturer Lists (QMLs) for a variety of specifications and standards. The committee has developed some industry QPLs and QMLs through a process established by OEM and government members with PRI.





Participants in the SAE G-3 committee include OEMs, suppliers, government services, also processors, consulting firms, and others across the aerospace and defense industries.











Standards development/revision activities


AS6450 Lubricant Application, Solid Film, Heat Cured, Potable Water and Oxygen Systems


AS6449 Bonded Solid Film Lubricant for Oxygen Fittings and Potable Water Use


AS6153 Lubricant Application, Solid Film, Potable Water and Oxygen System Fittings


AS4875A Fittings, Straight Threaded Boss or Flanged, Fluid Connection


AS4875/2A Fittings, Flanged to Beaded, Fluid Connection


AS4843A Fittings, Beaded, Fluid Connection


AS4843/2A Fittings, Beaded to Pipe Threaded, Fluid Connection


AS4843/1A Fittings, Beaded to 37° Flared, Fluid Connection


AS4842A Fittings and Bosses, Pipe Threaded, Fluid Connection


AS4842/2A Fittings, Flareless to Pipe Threaded, Fluid Connection


AS4444/2A Fitting, 24° Cone Flareless to 37° Flared, Fluid Connection





Recently published documents


AS6107 Fitting Assembly, Adapter, Extended Bulkhead Shank, Flareless, Axially Swaged, 	Hydraulic 3000 Psi


AS6106 Fitting Assembly, Adapter, Extended Bulkhead Shank, Flareless, Axially Swaged, 	Hydraulic 5080 Psi


AS1650B Coupling Assembly, Threadless, Flexible, Fixed Cavity, Self-Bonding, Procurement 	Specification


AS5986B Fitting Assembly, Adapter Ring Locked Port Connection to Beam Seal 4000 Psi and 	5000 Psi 


AS1986D Fitting Assembly, Adapter Ring Locked Port Connection to Beam Seal 4000 Psi and 	5000 Psi


 AS6141 Fitting, Union and Reducer, Flareless, Precision Type


AS1007H Fitting, Union, Standard and Reducer, Bulkhead, Flareless


AS1895/15E Flange End, Female, Type II, Low Profile, Design Standard


AS1895/14D Flange End, Male, Type II, Low Profile, Design Standard


AS1895/13D Flange End, Female, Type I Standard Profile, Design Standard


AS1895/12D Flange End, Male, Type I Standard Profile, Design Standard


AS1032F Fitting, Tee, Standard and Reducer, Bulkhead on Run, Internal Port on Run, Flared


AS5234 Nut, Coupling, Flareless


AS1010F Fitting, Elbow, 45°, Standard and Reducer, Bulkhead, Flareless


AS1009G Fitting, Tee, Standard and Reducer, Bulkhead and Side, Flareless,


AS1008G Fitting, Elbow, 90°, Standard and Reducer, Bulkhead, Flareless


AS1006F Fitting, Cross, Standard and Reducer, Flareless


AS1005G Fitting, Tee, Standard and Reducer, Flareless
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Join an SAE Aerospace Technical Standards committee.














For more information or to participate on a G-3 Committee contact:


Keely Andrews


+44 (0) 207 034 1251


kandrews@sae.org


http://works.sae.org








To purchase SAE Technical Standards:


1-877-606-7323 (USA & Canada)


1-724-776-4970





store.sae.org


CustomerService@sae.org





One world.  One standard.  One source.








