Index

Acceleration, 77-78
Accessory losses, 65
Ackerman System, 325, 328
Aerodynamic devices and designs, and fuel economy, 89-93
Aftercoolers, and fuel efficiency, 85
Air brakes, 241-247
  emergency controls for, 247
  tractor protection valve for, 246
Air deflectors, and fuel economy, 90
Air disc brakes, 247-248
Air governor, 245
Air resistance power demand, 72, 74
Air spring high-lift system, 238
Air-to-air aftercooling, 151
Air-to-air charge cooling, 123
Air-to-air cooling device, 132-133
Air-to-water cooling device, 132-133
“AL” factor, 255
Allison
  hydraulic retarder, 283, 292-293
  transmissions, 194-199
Alternative fuels, 357-358
  automotive gas turbines, 373-374
  and Clean Air Act, 378
  clean diesel, 360
  compressed natural gas, 361
  Caterpillar 3406 truck engine converted for dual fuel operation, 361-362
  CNG conversion for Cummins NTC-350 engine, 361-366
  electric vehicles, 367-369
  environmental economic and performance characteristics of, 359
  ethanol, 360
  fuels emission rate summary, 359
  gasoline engine, 369-370
  injection, 370-371
  liquefied petroleum gas, 371-372
  methanol, 358-360
  steam power systems, 374-375
Altitude factor, and engines performance, 74
Aluminum
  in truck frame, and fuel economy, 97, 111
  wheels, 335
Ambient, definition of, 385
American Association of State Highway Officials, 392
American Trucking Association, 392
Amplitude, definition of, 385
Anti-aeration devices, 118
Anti-lock brakes (ABS)
  and automatic traction systems (ATS), 262-263
  configuration of, 263, 264
  current manufacturers of, 274-278
  electropneumatic system, 266
  performance tests conducted by NHTSA, 266-274
Arize Technologies, CRS system, 118, 121
ATA Bump, 38-39
Atomization, 126
Audio level, definition of, 385
Automatic Stability Requirement (ASR), 277
Automatic traction control (ATC), 263, 265-266
Automatic transmissions, 193-194
  Allison, 194-199
  Eaton Corp. CEEMAT, 199-204
  ZF, 204-205
Automotive gas turbines, 373-374
Auxiliary transmission, 182
Axle planetary gearing, 212
Axle spacing, 43
Axle suspensions, 225-226. See also Rear axles
  characteristics of, 225
  ride, 226-229
  types of rear axle suspensions, 230-238
Batteries, for electric vehicles, 367-369
Bending moment (BM)
   definition of, 111
   diagram of, 111-113
Bendix Corporation, 277
Bias-ply tires, 327
Body builder’s truck diagram, 24
Bosch, 275, 277
Brakes, 239-241. See also Retarders
   air, 241-247
   air disc, 247-248
   anti-lock, and automatic traction systems, 262-263
   automatic traction control, 263, 265-266
   configuration, 263, 264
   current manufacturers of, 274-278
   electropneumatic brake system, 266
   performance tests conducted by NHTSA, 266-274
   braking theory, 255-258
   cam-operated, 249-250
   compatibility of, 240
   conditions controlling braking and
directional stability, 254-255
   emergency spring, 251-254
   factors in selecting, 239
   prony, 58, 59
   recommendations from Utica braking,
stability and structural integrity tests for
trucks and truck combinations, 278-282
   self-energized, 249
   Utica tests, 258-262
   wedge-type, 250-251
Brake specific fuel consumption (BSFC), 135, 158
Breakaway valve, 244, 247
Bridge formula, 43, 44
“B” train combination with self-steering dolly,
52
Bureau of Motor Carrier Safety Regulations, 392
Bureau of Public Roads, 392
Butane, 371

381-382
Cargo density/payload for motor vehicles,
23
Caster, 317, 318
Cast wheel, 335, 336
Catalytic converters, 381
Caterpillar
   brake saver, 291-292
   diesel engines, 151
   3406 truck engine converted for dual fuel
operation, 361-362
Center point steering, 319
C.G. (load center), correct location of, 25-26
Charge air coolers, and fuel efficiency, 85
Chassis, 2
   determining type and dimensions of, 16,
   18-19, 23, 24
Chassis components
   cooling system, 113-120
   charge air, 120-123
   truck frames, 109-113
Class A service, 35-36
Class B service, 35-36
Class C service, 35-36
Class D service, 35-36
Class I carriers, 6
Class II carriers, 7
Class III carriers, 7
Class 8 transmission, 180
Clean Air Act (1990), 357, 360, 378-380
   1994 Emission Standards, 151
Clean Air Standards (1993), 381
Clean diesel, 360
Close-range two-speed axles, 214-215
Coefficient of rolling drive traction, 80
Colt’s Auto Coach, 10
Commodities, weights of, 395-397
Common carriers, 5
Compressed natural gas, 361
   Caterpillar 3406 truck engine converted
for dual fuel operation, 361-362
   conversion for Cummins NTC 350
engine, 362-366
Computer-aided design, and fuel economy, 98-99
Concrete mixer, 49
Constant-velocity universal joints, 313
Container-on-Flatcar, 8
Continuously variable transmission, and fuel
economy, 89
Index 437

Contrat carriers, 5-6
Conventional chassis, 16
Coolant de-aeration system, 120
Coolant recovery system, 119, 121
Cooling system, 113-120
   charge air cooling, 120-123
Council of Fleet Specialist, 392
Cross-members, 169
Cummins Engines Company
   CADEC computer, 10
   Caterpillar diesel engines, 151
   C brake, 290-291
   CELECT fuel system, 143-150
   CELECT ROADRELAY, 10
   Command Concept, 141-142
   CNG conversion for NTC-350 engine, 362-366
   diesel engines, 138-142
   L10-240G natural gas engine, 364, 366
   L10-280E diesel engine, 364, 365
   PT Pacer, 142-143
Dead axle suspensions, 235-236
Decibel, definition of, 385
Delrin liners, 225
Deregulation, of trucking industry, 6
Detroit diesel, 157-159
   electronic controls, 160
   6V-92TA, 363
Diagnostic electronic devices, and fuel economy, 99
Diesel converters, 380-381
Diesel engines, 125-127
   Caterpillar, 151
   Cummins, 138-142
   Detroit, 157-159
   efficiency of, 84, 129
   Mack truck, 162-167
Direct-driven fans, 115-116
Directional stability, conditions controlling, 254-255
Disc wheel, 335, 337
Double reduction axle, 209
Doubles
   advantages of, 21
   weight distribution for, 40-42
Drag coefficient, 74
Drive-by noise, 387
Driveline retarders, 283, 286-287
Drivelines, 303, 305-314
Drives, 314-315
Drivetrains, 301-303, 304, 305
Dromedary unit, 39
Duel fuel control module, 361-362
Dump truck with lift axle, 50
Dynamometers, 58
Eaton Corporation, 277-278
   CEEMAT transmission, 199-204
   driver-controlled traction differential (CTD), 216
   dual-range tandem axles, 221
   Fuller model RTX 14710-B, 187
   Fuller transmissions, 181-182
   RTX-11710-B, 186-187
ECHEK, 150
Electric retarders, 286
Electric vehicles, 367-369
Electronically controlled air suspensions, 237
Electronically controlled transmissions (ECT), and fuel economy, 99
Electronic controls, 160-162, 275
   and fuel economy, 85, 88
   Mack truck diesels, 162-167
   module for, 151, 160
Electronic engine controls, 136-137
   Cummins diesel engines, 138-143
Electronic fuel control valve (EFC), 142-143
Electronic gas injectors, 362
Electronics, and fuel economy, 99-100
Electronic unit injector, 160-161
Electropneumatic brake system (EBS), 266
Emergency brake system, 239
Emergency control valve, 243, 247
Emergency spring brakes, 251-254
Engine air inlet and exhaust systems, and fuel economy, 86, 87
Engine boil-overs, preventing, 119
Engine economy, 129-132
Engine emissions, 381-382
Engineering units, table of, 398
Engine noise, reduction of, 387-389, 390
Engine power curves, 58-59
Engine preheaters, and fuel economy, 86
Engine types
   Cummins engine Co.’s CELECT fuel system, 143-150
   Caterpillar diesel engines, 151
   diesel, 125-127
   electronic controls, 160-162
   Mack truck diesels, 162-167
electronic engine controls, 136-137
Cummins diesel engines, 138-142
Cummins engine, 142-143
engine economy, 129-132
charge air cooling, 132-133
low-rpm engines, 133-136
programmable electronic engine control management, 151-156
Detroit diesel, 157-159
turbocharged, 127-129
Environmental regulations, 377
air quality emission standards, 382
EPA smoke standards 1990 to date, 383-385
smoke emissions from heavy-duty vehicles, 382-383
Clean Air Act (1990), 378-380
diesel converters, 380-381
engine emissions, 381-382
federal regulating agencies, 391-392
sound emissions standards, 385-391
Environment Protection Agency (EPA), 392
exhaust emissions set by, 362, 378
function of, 377
smoke standards of, 383-385
Ethanol, 360
Excello fuel pump, 127
Exempt carriers, 6
Exhaust noise, reduction of, 389
Exhaust-type retarder, 283-284, 285
Extra long combination vehicles, 41

Fan drive, and fuel efficiency, 85
Farm trucks, 5
Federal-Aid Highway Act (1974), 36, 43, 45
Federal-Aid Highway Amendment and the Surface Transportation Assistance Act (1982), 42-43
Federal Communications Commission, 392
Federal Highway Administration (FHWA), 392
on vehicle size and weight, 38-39
Federal laws, on vehicle size and weight, 36, 37, 38
Federal Motor Vehicle Safety Standards (FMVSS), 392
“109,” 353
“121” for anti-lock systems, 240, 259, 298, 299

“119” for tires, 351-353
“130,” 298
53-footers, 8
Flotation tire, 343-344
Ford conventional - AeroMax 120, 124
For-hire carriers, 5
“Formula B,” 43, 44, 96
48-footers, 8
Four-stroke cycle engine, 125
Freightliner
C.O.E., 316
conventional, 316
Corporation rear axle suspension, 231, 233
Frequency, definition of, 385
Friction, 254
Front axle suspensions, 235
design of, 225
Front-drive axles, 321-322
Fuel cells, 369
Fuel economy
and operating costs, 83-84
aerodynamic devices and designs, 89-93
electronics, 99-100
fuel consumption and costs, 100-102
depreciation, 103-107
operating cost estimate, 103
fuel-efficient engines, 84-85
air inlet and exhaust systems, 86, 87
preheaters, 86
operational factors that affect fuel economy, 95-99
computer-aided design, 98-99
lightweight design, 96-98
and selection of proper gear ratio, 208
radial tires, 94-95
transmissions, 86-89
Fuel economy curve, 60-61
Fuel-efficient engines, 84-85
Fuel injection, for diesel engine, 126
Fuel pumps, function of, 127
Fuels, alternative. See Alternative fuels
Fuller
RT-11610, 180-181
RT-14610, 180-181
RT-14710B, 181
RTO 913, 180
RTO 9513, 180
RTO 11613, 180
Index 439

Gas engine, fuel ignition in, 125-126
Gasoline engine, 369-370
injection, 370-371
Geared speed, 135-136, 137
and maximum truck speed/fuel economy, 138
Gear-fast/run-slow program, 88, 185-187
Gear-fast/run-slow transmission performance, 188
Gearing combinations, analyzing, 175-181
Gear ratios, selection of, by rating transmission and rear axle, 169-175
Glass-Graphite propeller shaft, 313
Governor droop, 136
Gradeability, 76-77
of vehicle, 62-65
Greenhouse effect, 357, 380
Gross Axle Weight Rating (GAWR), 299
and maximum truck speed/fuel economy, 95, 340
Hand control valve, 245
Heavy-duty vehicles, smoke emissions from, 382-383
Hendrickson
Model HLH, 237
rear axle suspension, 230-231
Tri-Drive suspension, 236-237
High torque concept, 86, 130-132
Horsepower
calculating retarding, 287-288
definition of, 58, 59-60
requirements for weight/horsepower ratios, 81
solving for, 61-62
Hotchkiss drive, 226, 314-315
Hub-piloted wheels, 335, 338
Huck-Fit Fastener System, 110
Hydraulic brake, 240, 241
Hydrocarbon emissions, 381
Hydrodynamic transmission, 196
Hydroplaning, 255, 349
Hydrotarders, 286-287
Hypoid gear type, 209
Hypoid helical double reduction gearing, 211
Hypoid single reduction gearings, 211
Ilasa electronic retarder, 296, 298
Independent trucker, 6
Inflation pressure
maintaining correct, 336, 339
in wide-base tires, 343
Inflation stresses, in radial tires, 340
Intelligent Vehicle Highway Systems (IVHS), 8-10
Intercity carriers, 3
Intermodal transport, 8
Internal combustion engine, improvements in, and fuel economy, 83
International Model 9200, 300
International truck sizes and weights, 54
Interstate Commerce Commission (ICC), 392
on carrier types, 5, 6
on revenue classification levels, 6-7
Jacobs engine brake, 288-290
Kenworth Motor Truck Company
air suspension, 234
Model K100 C.O.E., 394
Model T600A, 108
Model W900, 394
Model W900S, 108
Torsion Bar Suspension, 233-234
“K” factor, 254-255
Kilowatt, 58
K/W 8x4 twin-steer truck, 51
Lead-acid type battery packs, 367
Legal tractor-semitrailer combination, 47
Lightweight two-leaf suspension, 232
Line-haul carriers, 3
Liquefied petroleum gas (LPG), 371-372
Longer combination vehicles (LCVs), 20-21, 40
Low-pressure indicator, 243-244
Low-rpm engines, 133-136
Lugging, 132, 182
Mack Trucks
C.O.E., 356
conventional, 356
drivetrain, 304
E7-400 V-Man engine performance, 60
power train, 166
truck diesels, 162-167
Magnesium, and fuel economy, 97-98
Maximum truck speed, 136, 137, 138
Methanol, 358-360
Metric Conversion Act (1975), 11
Metric system, 11-14, 57, 58
Mexican weight limits, 53
Michelin tires, 340
Midland Heavy Duty Systems, 277
Modulated fan system, 117
Motor Carrier Act (1980), 6
Motor vehicle longevity, improvements in, 7
Motor Vehicle Manufacturers Association, 392
Mufflers, 389
Multi-leaf torque rod suspension, 232
Multi-speed transmissions, 180
Multi-torque ratings, 151

Payload maximization, 51
Peak engine efficiency, optimum temperature for, 114
Peterbilt
  Model 357, 224
  Model 379, 224
Piggyback transport, 8, 30
Pivot steering system, 317
Planetary gears, 196, 197
Planetary gear system, 221
Plastic materials, and fuel economy, 98
Power steering, 323-325
Powertrains, 301
Pressure modulating valves, 275
Primary brake systems, 239
Private carriers, 5
Private Carriers Conference Association, 392
Private Truck Council of America, 392
Programmable electronic engine control management, 151-156
  Detroit diesel, 157-159
PROM (Programmable Read Only Memory), 160
Prony brake, 58, 59
Pusher axle, 210
Pyramiding, 27

Quick-release valve, 244, 245

Radial tires, 340, 342
  and fuel economy, 94-95
  low-profile, 340-342, 343
  steel-belted, 340
Radiator assembly, 114
Radiator core, 114, 115
Railroad piggyback programs, 8, 30
Rear axles, 207-213. See also Axle suspensions
  classification of, 209-213
  close-range two-speed axles, 214-215
  factors in selecting, 207
  selection of gear ratios by mating transmission and, 169-175
tandems, 215-222
types of suspension, 230-238
  wide-range two-speed axles, 213-214

Occupational Safety and Health Administration, 392
On-board computers, 8-9
Overdrive, 183, 185
Over-the-road carriers, 3
Oxides of nitrogen, in engine emissions, 382
Ozone concentration, 381
Ozone hole, 380

Payload maximization, 51
Peak engine efficiency, optimum temperature for, 114
Peterbilt
  Model 357, 224
  Model 379, 224
Piggyback transport, 8, 30
Pivot steering system, 317
Planetary gears, 196, 197
Planetary gear system, 221
Plastic materials, and fuel economy, 98
Power steering, 323-325
Powertrains, 301
Pressure modulating valves, 275
Primary brake systems, 239
Private carriers, 5
Private Carriers Conference Association, 392
Private Truck Council of America, 392
Programmable electronic engine control management, 151-156
  Detroit diesel, 157-159
PROM (Programmable Read Only Memory), 160
Prony brake, 58, 59
Pusher axle, 210
Pyramiding, 27

Quick-release valve, 244, 245

Radial tires, 340, 342
  and fuel economy, 94-95
  low-profile, 340-342, 343
  steel-belted, 340
Radiator assembly, 114
Radiator core, 114, 115
Railroad piggyback programs, 8, 30
Rear axles, 207-213. See also Axle suspensions
  classification of, 209-213
  close-range two-speed axles, 214-215
  factors in selecting, 207
  selection of gear ratios by mating transmission and, 169-175
tandems, 215-222
types of suspension, 230-238
  wide-range two-speed axles, 213-214

Pacbrake, 293
Pacer control unit (PCU), 142-143
Pacific Diesel Brake Company, 293
Particulates, in engine emissions, 382
Particulate traps, 381

Payload maximization, 51
Peak engine efficiency, optimum temperature for, 114
Peterbilt
  Model 357, 224
  Model 379, 224
Piggyback transport, 8, 30
Pivot steering system, 317
Planetary gears, 196, 197
Planetary gear system, 221
Plastic materials, and fuel economy, 98
Power steering, 323-325
Powertrains, 301
Pressure modulating valves, 275
Primary brake systems, 239
Private carriers, 5
Private Carriers Conference Association, 392
Private Truck Council of America, 392
Programmable electronic engine control management, 151-156
  Detroit diesel, 157-159
PROM (Programmable Read Only Memory), 160
Prony brake, 58, 59
Pusher axle, 210
Pyramiding, 27

Quick-release valve, 244, 245

Radial tires, 340, 342
  and fuel economy, 94-95
  low-profile, 340-342, 343
  steel-belted, 340
Radiator assembly, 114
Radiator core, 114, 115
Railroad piggyback programs, 8, 30
Rear axles, 207-213. See also Axle suspensions
  classification of, 209-213
  close-range two-speed axles, 214-215
  factors in selecting, 207
  selection of gear ratios by mating transmission and, 169-175
tandems, 215-222
types of suspension, 230-238
  wide-range two-speed axles, 213-214

Pacbrake, 293
Pacer control unit (PCU), 142-143
Pacific Diesel Brake Company, 293
Particulates, in engine emissions, 382
Particulate traps, 381

Payload maximization, 51
Peak engine efficiency, optimum temperature for, 114
Peterbilt
  Model 357, 224
  Model 379, 224
Piggyback transport, 8, 30
Pivot steering system, 317
Planetary gears, 196, 197
Planetary gear system, 221
Plastic materials, and fuel economy, 98
Power steering, 323-325
Powertrains, 301
Pressure modulating valves, 275
Primary brake systems, 239
Private carriers, 5
Private Carriers Conference Association, 392
Private Truck Council of America, 392
Programmable electronic engine control management, 151-156
  Detroit diesel, 157-159
PROM (Programmable Read Only Memory), 160
Prony brake, 58, 59
Pusher axle, 210
Pyramiding, 27

Quick-release valve, 244, 245

Radial tires, 340, 342
  and fuel economy, 94-95
  low-profile, 340-342, 343
  steel-belted, 340
Radiator assembly, 114
Radiator core, 114, 115
Railroad piggyback programs, 8, 30
Rear axles, 207-213. See also Axle suspensions
  classification of, 209-213
  close-range two-speed axles, 214-215
  factors in selecting, 207
  selection of gear ratios by mating transmission and, 169-175
tandems, 215-222
types of suspension, 230-238
  wide-range two-speed axles, 213-214

Pacbrake, 293
Pacer control unit (PCU), 142-143
Pacific Diesel Brake Company, 293
Particulates, in engine emissions, 382
Particulate traps, 381
Regular Common Carrier Conference, 392
Regulated carriers, 6
Relay valve, 244
Resisting bending moment (RBM), definition of, 111
Retarders, 196, 283-287. See also Brakes
   Allison, 292-293
calculating retarding horsepower, 287-288
Caterpillar brake saver, 291-292
Cummins C brake, 290-291
Ilasa electronic, 296, 298
Jacobs engine brake, 288-290
Pacbrake, 293
Telma electric, 296, 297
Voith, 294-295
Ride, 226-229
Ringelmann-type smoke chart, 384
Riveting, 109
Road conditions, influence on rolling resistance, 94
Road performance, 57-58
gradeability and performance, 62-65
   engine accessory and powertrain loss, 65
   figuring vehicle speed, 65-68
   vehicle power rating, 68-75
horsepower, 58, 59-60
   solving for, 61-62
   road rolling resistance for type and condition of road, 70
torque, 58-61
   solving for, 61-62
Road rolling resistance for type and condition of road, 70
Rockwell International
   automatic slack adjuster, 246
   Dura-Master air disc brake, 247, 248
   front axle design, 320
   lightweight RT-145 drive axle, 217
   rear axle suspensions, 231, 232
tandem axles, 218
   transmissions, 187, 189-193
   Tripmaster, 10
   Wabco, 274-275
   wide-track Tri-Drive, 237
Rocky Mountain double, 41
Rolling resistance, 68-70
demand horsepower at various speeds, 69
   and fuel consumption, 340, 341
   influence of road conditions on, 94
SCAAN (System for Computerized Application Analysis), 292-293
S-cam-type brake, 249-250
Secondary brake systems, 239
Self-energized brake (semi-servo), 249
Self-steering axle suspension (servo), 249
Semitrailer swing clearance, 398
Service operation, 35-36
Service brake system, 239
Silver-zinc batteries, 368-369
Siping, 350
Six-wheel solo units, 20
Skid resistance, 255
Slack adjusters, 240
Smog, 381, 382
Smoke emissions from heavy-duty vehicles, 382-383
Snap-idle test description, 384
Society of Automobile engineers
   approval of metric system use by, 11
   SAE JC70, 72
   SAE JC88, 65
   SAE J816, 72
   SAE J1587, 266
   SAE J1708, 160, 266
   SAE 1708, 308
   vehicle classification for trucks, 18-19
Sodium-sulfur battery, 367
Sound emissions standards, 385
   basic sound fundamentals, 385
   major sources of truck noise, 387
   noise controls, 386-387
   noise reduction, 387-391
Spicer 8552-B, 180
Spinning pump, 194
Spring brake control, 244, 247
SST-2 Series 1452-A, 180
State laws, on vehicle size and weight, 36, 38-39
Steam power systems, 374-375
Steel, in truck frame, 111
Steel-belted radial tires, 340
Steel studded tires, 349-350
Steering geometry, 317-321
   front-drive axles, 318, 321-322
   power, 323-325
   turning radius, 325-326
Stemco Instruments, 10
Straight bevel gear, 209
Sulfur compounds, in engine emissions, 382
Tag axles, 210
Tandems, 215-222
  axle with differential lockout, 220
  suspensions, 230
Taper leaf springs, 225, 226
Taper leaf suspensions, 231
Telma electric retarder, 296, 297
Temperature factor, in engine performance, 75
Temperature resistance, 353
Third-axle suspension, 235-236
Three-point suspension, 233
Tire(s). See Wheels and tires
Tire hopping, 233-234
Tire landing gear clearance, 398
Tonnage, regulations governing additional, 50-52
Torque, 58-61
  solving for, 61-62
Torque converter, 194, 195, 196
Torque curve, 60-61
Torque rise, 130-132
Torque-tube drive, 314-315
Torsion bar suspensions, 233
Traction, 353
Tractor protection valve, 244, 247
Trailer-on-Flatcar (TOFC), 8
Transmissions, 169
  analyzing truck gearing combinations, 175-181
  Eaton Fuller, 181-182
  automatic, 193-194
  Allison, 194-199
  Eaton Corp. CEEMAT, 199-204
  ZF, 204-205
auxiliary, 182
  with high-torque or low-rpm engines, 185
  overdrive or direct, 183-185
  selection of, 182-183
  and fuel economy, 86-89
gear-fast/run-slow program, 185-187
  Rockwell, 187, 189-193
  selection of gear ratios by mating, rear axle
  and, 169-175
Transportation, U.S. Department of (DOT), 392
  authorization of on-board trip recorders by, 9
  and weight restrictions, 51
Treadwear, 353
Tri-axle suspensions, 236
Triples, 41
  advantages of, 21
Truck frames, 109-113
Trucking industry, 1-3
  deregulation of, 6
  sales in, 4
  structure of, 3, 5-7
  taxes in, 4
  trends in, 3
  use of, 4
Truck noise, major sources of, 387
Truck selection, 15-16, 17
  analysis in, 17
  chassis and body dimensions, 23, 24
  combination or solo equipment
    advantages of vehicle combinations,
    20-22
    economics of vehicle combinations,
    22-23
  determining type and dimensions of
    chassis,
    cab-over-engine versus conventional
    chassis, 16, 18-19
  federal and state motor vehicle size and
    weight laws, 36
    doubles combinations, 40-42
    federal gross weight law, 42
  international truck sizes and weights, 54
  Mexican weight limits, 53
  new federal regulations, 43
  regulations governing additional
    tonnage (varies with states), 50-52
    size and weights, 43-50
  state size and weight limits, 36, 38-39
  vehicle class and service, 35
  service operation, 35-36
  vehicle weight distribution, 23, 25-34
Truck 5th wheel heights, 399
Truck tire to pavement coefficients of
    friction, 81
Truck-trailer conversion dolly, 236
Truck Trailer Manufacturers Association, 392
Truth-in-Lending Act (1968), 103
Tubeless tire, 327
Tube-type tire, 327
Tungsten-carbide winter tire studs, 350
Turbocharged engines, 127-129
Turbochargers, and fuel economy, 84-85
Turbulence, 126
Turning radius, 325-326
Turnpike doubles, 42
Twin Screw, 215
Twin trailer doubles, 41
Two-speed axle, 212
Two-speed hypoid helical double reduction, 213
Two-stage spring, 226
Two-stroke cycle engine, 125

Uniform Tire Quality Grading System (UTQGS), 353-354
Utica brake tests, 258-262, 278-282

Variable Power Drivetrain (VPD), 301
Vari-rate spring, 226
Vehicle class and service, 35
Vehicle combinations
  advantages in, 20-22
  economics of, 22-23
  off-tracking by, 327-333
Vehicle grade resistance demand horsepower, 70, 72
Vehicle horsepower requirements, 75-76
  acceleration in, 77-78
  gradeability in, 76-77
  power requirements in, 78-79
  traction requirements in, 79-82
Vehicle Information Display, 10
Vehicle load impacts on road surface, 219
Vehicle performance, 7, 62-65
  nomogram for, 402
  report on, 199
Vehicle power rating, 68-75
Vehicle power requirements, 78-79
Vehicle speed
  chart for, 403-404
  figuring, 65-68
Vehicle traction requirements, 79-82
Vehicle weight distribution, 23, 25-34
V-MAC electronic system, 162-163

Voith retarder, 294-295
Volvo-GMC drivetrain, 305

Watt, 58
Wedge-type brake, 250-251
Weight distribution, 400-401
Weight/horsepower ratios, horsepower requirements for, 81
Weight limits
  international, 54
  Mexican, 53
Weights
  of commodities, 395-397
  standard, 397
Western double, 42
Wheel alignment, 335
Wheels and tires, 335-336
  alignment in, 335
Federal Tire Standard FMVSS-119, 351-353
radial tires, 340, 342
and fuel economy, 94-95
low-profile, 340-342, 343
reduction of noise in, 389, 390-391
steel-belted, 340
tire tread characteristics, 348-349
  siping, 350
  steel studded tires, 349-350
tread characteristics, 348-349
  siping, 350
  steel studded tires, 349-350
tubeless tire, 327
tube-type tire, 327
Uniform Tire Quality Grading System, 353-354
wide-base tires, 342-348
Wide-base tires, 342-348
Wide-range two-speed axles, 213-214
Wind resistance, and fuel economy, 91-92
Work, performance of, 57

ZF automatic transmissions, 204-205
Zinc-Air battery, 368